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1．．．．Model

内容

PageDrawing No. Rev.

WDS-WIN01-W18 F

Item Specifications

      WDT-6LR-Z2-PRO

WD PRO Base Unit: WDB-D80S-PRO

Maximum number of WDR connections

2．．．．General Specifications

20 units (maximum 1 unit for USB serial connection)

3.Functional Specifications

Personal computer with Windows® functioning normally (does not work with tablet PC)

.NET Framework 4.5 installed
Requirements

 / Indonesian / Spanish (select manually)

Administrator / Standard user

* Administrator user authority is required for installation

Operating

Environment

Supported

Languages

Execution

authority

　・Output RS-232C Communication information
*2
 to CSV data.

　・Collect changes in signal wire(signal tower control line / external input line*2),

　RS-232C data
*2
,clear input data

*2

　・Output changes in in signal wire(signal tower control line / external input line*2) to CSV data.

Item Specifications

○ Data collection
*1

*
1
 License authentication required for use

*
2
 Only when using WDT-6LR-Z2-PRO and WDB-D80S-PRO

Standard functions

○Maintenance
*1

　・User name file output / input

○ WDT/WDR settings

　・Set up or change Transmitter. (Include WD PRO Base Unit)
　・Set up or change Receiver.

　・Output changes in clear input data
*2
 to CSV data.

　・Output changes in Count value information to CSV data.

Receiver Connection Methods LAN socket connection / USB serial connection

Supported Products

Maximum number of WDT units to administer 600 unit

Receiver: WDR-L-Z2, WDR-LE-Z2

       　 WDR-L-Z2-PRO(-L)、WDR-LE-Z2-PRO(-L)

Transmitter: WDT-6M-Z2, WDT-5E-Z2,WDT-4LR-Z2, WDT-5LR-Z2, WDT-6LR-Z2,

Windows® Server 2016 (64 bits)

Japanese / English / Simplified Chinese / Traditional Chinese  / Korean / Thai

Windows® 7 (32 bits/64 bits)

Windows® 8.1 (32 bits/64 bits)

Supported

operating

systems

Windows® Server 2019 (64 bits)

Windows® 11 (64 bits)

Windows® Server 2022 (64 bits)

Windows® 10 (32 bits/64 bits)

Windows® Server 2012 R2 (64 bits)

ＷＤ S－ＷＩＮ０１

WIN Windows OS only

S Application software

WD Wireless Data Acquisition System
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